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Servicing the building industry for over 40 years. 

As both a manufacturer and distributor of building products, Vincent Buda & Company Prides itself 

on supplying the building industry with a unique and quality range of products at the right prices. This 

is backed by friendly and professional service.  

Whether it is a duplex, factory or multi storey apartment block, Vincent Buda & Company can offer 

you: 

Lintels - Galintel, Rendabar, T-Bar, PGH Lintel, Concrete Lintels  or Traditional Arch Bar. Vincent 

Buda & Co. have one of the largest range, all stocked to choose from. Full range of BHP steel 

also available such as Beams, Channels, RHS. 

Door Frames & Fire Doors. Service offers includes Supply of frames ( large range stocked)  and doors 

(1 Hr, 2 Hr, 3 Hr, 4 Hr), installation of door and hardware, Tag & Certification. Access to a 

large range of Door hardware including Lockwood, Gainsborough, Nova, Lemaar. 

Manufacture and supply Galvanized Grating, standard sizes or made to measure, Maxi Mesh Screens, 

Orifice Plates, RHS etc. 

 General Range of building products ï Aluminium Dampcourse, Wall ties & Masonry ties, Bycol, Ex-

pansion Joint, Polythene film, Polythene Dampcourse, Malthoid, Metal slip Joint, Bricktore, etc. 

Largest Range of Hardware ïRamset Dynabolts, Pins and charges,  Nails, Screws, Brooms, Hand 

Tools, Power tools including Ramset & Ryobi Tools. 

AND MANY OTHER GREAT PRODUCTS.  

 

Disclaimer: 
The content of this catalogue is provided for informational purposes only. No claim is made as to the accuracy or authen-

ticity of the content. Vincent Buda & Company does not accept any liability to any person or company for the information 

or advice (or the use of such information or advice) which is provided on this catalogue or incorporated into it by refer-

ence. The information on this catalogue website is provided on the basis that all persons viewing this document undertake 

responsibility for assessing the relevance and accuracy of its content. 

 

Wherever there is used or there is reference made to a trade or product name, logo trademark, device or similar adaptation 

thereof which is not the property of Vincent Buda & Company, such use or reference 

 is made for descriptive or identification purpose only and Vincent Buda & Company do not assert any claim or interest in 

the same. 
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Galintels, Rendabars & Galintel T ñ Bars  

SOLID BASE GALINTELS 

Galintels are a cold rolled lintel bar providing recesses for mortar bedding on the vertical leg. The 

bonding of mortar, brickwork and lintel forms a composite beam of superior strength and load-

bearing capacity, achieved with a 40% lighter bar, giving substantial advantages to on-site han-

dling, transport and storage. 

Galintels are the only lintel bar which has been recognised by the Australian Design Council and 

has been awarded the Australian Design Award in 1987. Galintels have ABSAC approval 

(Technical Opinion No.148) and Engineering Certification for structural adequacy with verifica-

tion by Unisearch Limited, at the University of NSW. Galintels are approved by State Housing 

Authorities and Local Government Bodies in all States. 
 

GALINTEL RENDABARS 

Galintel Rendabars are a total load bearing bar specifically designed for supporting brickwork above doors and windows and to 

facilitate cement rendering. The bonding of mortar to the brickwork and lintel forms a composite beam of superior strength and 

structural adequacy. Distinct advantages are derived from availability, low handling costs, and the elimination of priming, 

painting, and wire wrapping. 
 

GALINTEL T- BARS 

Galintel T bars are the product of a comprehensive program of research and development to manufacture a cost effective T bar 

with structural rigidity, high strength to weight ratio and resistance to corrosion. Galintel T bars are a total load bearing lintel 

designed to support 230mm brickwork over clear openings. 
 

FULLY HOT DIPPED GALVANISED 

Each Galintel is hot dip galvanised to ensure that all surfaces - legs, edges and ends - are fully protected. Brickwork cracking 

caused by rust displacement is virtually eliminated, as are priming and painting (except in severe environments within 500m of 

the marine shoreline) - AS 2313-1980 requires that paint should be applied to the galvanised finish. Galvanising conforms to 

AS 1650-1989. 

 

 

 

 

 

100x100 900mm 1200mm 1400mm 1500mm 1700mm 1800mm 2000mm 2100mm 2400mm 2700mm 

Galintel           

Rendabar           

150x100 1800mm 2100mm 2400mm 2700mm 3000mm 3300mm 3600mm 4000mm 

Galintel         

Rendabar         

FLAT BARS  800mm 900mm 1000mm 1100mm 1200mm 

85mm x 8mm      

T Bars 1800mm 2100mm 2400mm 2700mm 3000mm 3300mm 

200x200 x 7       

T Bars 3600mm 3900mm 4200mm 4500mm 4800mm 5100mm 5400mm 5700mm 6000mm 6300mm 

200x200 x 9           
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PGH Lintels are pre-stressed terracotta and concrete filled beams, designed to support 

brickwork over window and door openings, which are to be rendered. BENEFITS 

1. Each CSR PGH lintel is prestressed to a force of 22kN to ensure superior load carrying capacity. 

2. No formwork is required, unlike a cast-in-situ reinforced concrete lintel. Please note that the lintels must be propped until the 

mortar has hardened. 

3. CSR PGH lintels are designed to support brickwork up to any height for clear spans up to 3000mm. They donôt require site 

preparation such as cutting, concrete pours or steel reinforcement. 

4. CSR PGH lintels will not rust, unlike conventional types of steel lintels. 

5.CSR PGH lintels do not require additional masonry, unlike steel lintels. 

6. CSR PGH Iintels save time and money. They are made in varying lengths, grades and heights, and are ready for easy installa-

tion. 

7. CSR PGH lintels are formed using premixed concrete, 40MPa. 

8. The clay shell provides a similar rate of expansion and absorption to surrounding brickwork, minimising the potential for 

cracking. 

9. The ribbed shell provides a ready key for a rendered finish (there is no need to mesh the lintels prior to applying render). 

10. Small cross-section sizes mean easy materials handling on site.  
FIRE RESISTANCE OF PRESTRESSED CLAY LINTELS 

Standard type CSRñ PGH prestressed clay shell lintels have been fire tested to AS 1530.4ð1997, 'Methods for fire tests on 

building materials, components and structures. Fire-resistance tests of elements of building construction'.  

The first series of tests was completed on unrendered (exposed face) standard CSR PGH lintels.Tested with a clear span of 

950mm and a centrally applied 5kN point load, the standard CSR PGH lintel achieved an FRL of 60/-/- (structural adequacy/

integrity/insulation). 

The second series of tests was completed with 13mm render applied to the sides and underside of standard CSR PGH lin-

tels.Tested in a similar configuration as the first tests, the rendered standard CSR PGH lintel achieved an FRL of 90/-/- 

(structural adequacy/integrity/insulation).              

More Lintels 

    * Made of high strength concrete under strict quality control. 

    * Manufactured in four convenient sizes to suit all standard and 

modular bricks and are easily rendered or covered with gyprock inter-

nally. 

    * Fire rated under load in accordance with AS 1530.4-1990. 

    * Non-corrodible and thus ideal for marine and industrial exposure 

conditions. 

    * Able to be used in pier and beam situations for new house foundations and also for 

      re-cladding of existing houses. 

    * Ideal for use in creating an upstand ("hob") on a concrete slab. 

Other sizes available on request. 

PGH LINTELS  

ULTRAFLOOR CONCRETE LINTELS  

PGH  900mm 1200mm 1500mm 1800mm 2100mm 2400mm 2700mm 3000mm 3300mm 3600mm 

110 x 80mm           

120 x 100mm           

Concrete 1000 1200 1500 1800 2100 2400 2700 3000 3300 3600 4000 4200 

110 x 80mm             

170 x 110mm              
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Traditional Angles & Flats  

Vincent Buda & Company stock and supply a large range of traditional angles and flats. These 

are suitable for a large range of uses. Uses include new work as lintels, where specified or for 

additional strength., replacement work or special use jobs. All bars are fully hot dip galvanised, 

pre - cut to size prior to galvanising.  

Angles 2100mm 2400mm 2700mm 3000mm 3300mm 3600mm 4000mm 4500mm 5000mm 5500mm 6000mm 

150x100

x 13mm 

           

150x100

x 10mm 

           

150x 90x 

10mm 

           

Angles 1200mm 1400mm 1500mm 1600mm 1700mm 1800mm 1900mm 2000mm 2100mm 2400mm 2700mm 

100x100

x 6mm 

Budabar 

           

100x100 

x 8mm 

           

100 x 75 

x 10mm 

           

Flats 600mm 700mm 800mm 900mm 1000mm 1100mm 1200mm 1300mm 1400mm 1500mm 1800mm 

100 x 

10mm 

           

75 x 

10mm 

           

Galintel Traditional T - Bars  

All T - Bars are fully machine welded using 300mpa. All surfaces including ends are fully hot dip gal, providing a R3 Durability rat-

ing. T - Bars may be made with either size being the web or the flange. 

T - Bars 2700mm 2800mm 3000mm 3300mm 5200mm 5400mm 5600mm 6000mm 6300mm 

200x10 / 

200 x 10mm 

         

200x10 / 250 x 

10mm 

         

200 x 10 / 250 x 

12mm 

         



Key Joint is a high quality preformed metal key joint  for the control of shrinkage crack-

ing and differential movement in concrete slabs. 

* Galvanised coating for maximum protection in exposure to concrete 

* Formed from high quality steel for maximum strength and minimal distortion 

* Guarantees a definite break in the slab to relieve shrinkage induced stresses 

* Joints are set up prior to pouring which means no interruptions to the finishing operations 

* Patented Wedge fixing mechanism allows fast and accurate height adjustment 

* Superior strength Pegs will not bend when driven into hard sub-bases 

* Additional stiffening ribs to the top and bottom to ensure straighter joints 

* Unique tongue profile for maximum strength and minimal stepping 

* Can be used to screed off which makes getting the right level quick and easy 

Available in 100mm & 150mm in 6mt Lengths.  

GREAT PRODUCTS, GREAT PRICES, GREAT SERVICE.  
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STEEL BEAMS & CHANNELS 
All sizes of BlueScope Steel and Onesteel available, not stocked, Universal Beams, Parallel Flange channels, RHS and other 

types of steel. We can  supply, cut, weld, drill & galvanise steel beams to meet your requirements. 

Structural Steel  

LYSAGHT BONDEK® - Structural Formwork and reinforcement system for composite 

slabs and beams. It is a highly efficient, versatile and robust formwork, reinforcement and 

ceiling system for concrete slabs.  It is a profile steel sheeting widely accepted by the 

building and construction industry to offer efficiency and speed of construction. 

    * Excellent spanning capacities for greater strength and less deflection 

    * Acts as permanent formwork with minimal propping and no stripping of formwork is 

required 

    * Fast and easy to install (590mm wide) with less handling required 

    * Works as composite slab saving on concrete and reinforcement costs 

    * Ribs at 200mm centres creating a safe working platform with slip re-

sistant embossments 

    * Durable galvanised coating 

    * Installation of suspended services and ceilings without drilling into the 

concrete slab 

    * Reliable interlocking mechanism provides horizontal lapping for faster 

installation 

Available in any length to order. Stocked length 6mt x 1mm. 

Lysaght Bondek  

Key Joint  

Connolly Expansion Joint Connolly Crack Inducer 

Other Connolly Products 



Galvanised Steel Grates 

Vincent Buda & Company manufacture and sell a variety of grates, Frames, Pits. We carry a large range 

and quantity of stock and can make to measure on demand. All grates are fully hot dip Galvanised and 

comply to AS 2313ð1980 of this standard. All grates are competitively priced. Grate also made to meas-

ure. 
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Pit Grates, Box Grates, Trench Grates, Box Grates  

Grate/Frame Lift Out  LIGHT  MEDIUM  HEAVY  

300mm x 300mm    

450mm x 450mm    

500mm x 500mm    

600mm x 600mm    

700mm x 700mm    

800mm x 800mm    

900mm x 600mm    

900mm x 900mm    

1mt x 1mt    

1.1mt x 1.1mt    

1.2mt x 1.2mt    

Grate/Frame Hinged LIGHT  MEDIUM  HEAVY  

450mm x 450mm    

600mm x 600mm    

800mm x 800mm    

900mm x 600mm    

900mm x 900mm    

Box Grate 1mt 2.4mt 3.0mt 

Industrial Box Grate 165 

wide x 120 deep a 

   

Maxi Flow Box Grate 165 

wide x 120 deep b 

   

Piggery Box Grate 165 wide 

x 120 deep c 

   

Plastic Grate / Plastic Box 

135mm wide x 130 deep d 

   

Stainless Grate / Plastic Box 

135mm wide x 130 deep f 

   

Metal Grate / Plastic Box 

135mm wide x 130 deep e 

   

Steel Grate / Fiberglass  200 

wide x 140 deep g 

   

Trench Grate / Frame 2mt Frame 1mt 

Grate 

3mt Frame 1mt 

Grate 

200mm x 25x5mm   

230mm x 25x5mm   

300mm x 25x5mm   

200mm x 32x5mm   

300mm x 40x5mm   

Plastic Pit & Steel 

Grate 

LIGHT  

GRATE 

MEDIUM  

GRATE 

FLOOR  

PLATE  

450mm x 450mm    

600mm x 600mm    

a 
b 

c 

d 
f e 

g 



Orifos Plates  
Stocks in 250 x 250 mm x 3 

mm in various size holes. 

Other sizes made to order.  

GREAT PRODUCTS, GREAT PRICES, GREAT SERVICE.  
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STEEL RHS 4mt 6mt 

200mm x 100mm x 4mm   

150mm x 100mm x 4mm   

RHS, Maxi Mesh, Orifos Plates and Accessories  

Maxi Mesh Stock 

3 Dimension 450w x 400h x 300d mm  

3 Dimension 300w x 300h x 180d mm  

450 x 450 mm with handle  

600 x 600 mm with handle  

900 x 600 mm with handle  

900 x 900 mm with handle  

Grate/Frame Floor Plate lid Stock 

450mm x 450mm MEDIUM  

600mm x 600mm MEDIUM  

700mm x 700mm MEDIUM  

800mm x 800mm MEDIUM  

900mm x 600mm MEDIUM  

900mm x 900mm MEDIUM  

Cast Iron Stock 

150mm x 600mm x 19mm  

230mm x 600mm x 19mm  

300mm x 600mm x 19mm  

Steps 240mm x 240mm Stock 

Bolt On Reo Bar  

Brick in Reo Bar  

Yellow Plastic Reinforced  

J - Bolts  
 Suitable for locking 

down hinged grates. 

EasyDRAIN Flo-Way Gullytop Pit  

    * A simple square trap design funnels rainwater directly into a connected stormwater pipe 

    * For total efficiency, Flo-Way Gullytop comes in two depth variations, deep (160mm) or shallow 75mm) 

    * Coloured grates available in black, terracotta, sandstone and grey polymer as well as cast aluminium 

    * Suitable for use in domestic and non trafficable applications  

Vee Grate - For Road Use 

2 Types Available 

    * 900mm x 530mm Hinged 

    * 900mm x 840mm Hinged 

Bollards 

1090mm High x 100mm Round 

Galvanised. Cap 
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Stainless Steel Drains - Available in 304 & 316 Stainless Steel 

85mm Wide x 20mm Deep 

 

Vincent Buda & Company now stock a new range of stainless steel drainage 

suitable for both internal and external use, i.e. bathrooms, pathways, balconies, 

patio areas, around pools and many other commercial applications like main 

entries, bar tops etc. 

 

Buda stainless steel drains provide a solution for draining water where excel-

lence and aesthetics are important. Buda drains are particularly useful in show-

ers where the slope of the floor can be made in a uniform direction particularly 

useful for large tiles. Buda drains can be installed adjacent to walls, hobs and in 

applications where no hob is used. Buda drains help improve safety in bath-

rooms in 2 ways, allowing for bathrooms to have no hobs for uninterrupted pas-

sage into the shower (no trip hazard) and by reducing the amount of water pool-

ing on the floor surface. 

 

Drains come in various lengths, 600mm, 900mm & 120mm.Drain bases come 

with fall lines creased into the base drain for the smooth flow of water to outlet.  

Drain bases come with end caps welded or unwelded which can be cut and 

joined, or put in as is. All drain bases are 304 Stainless Steel. Drains also come 

with or with 50mm Outlet, and in Centre or 50mm from the edge. Drains can be 

joined to form long lengths where necessary and or can be cut to make shorter 

lengths. Having loose end caps and joiners increases your flexibility enormously. 

  

Drain tops come in a choice of  3 patterns. Heel Guard,  Brick & Lines Patterns. 

Brick & Lines Pattern are available in 304 & 316. Brick and Line pattern grates 

are made from 1.5mm Stainless Steel. Heel Guard available in 316 on request. 

BUDA  

Stainless Steel  Drains 

STOCK SIZES 600mm 900mm 1200mm 

Lines Pattern 304    

Brick Pattern 304    

Lines Pattern 316    

Brick Pattern 316    

HeelGuard 304    

Centre Outlet Welded Ends    

Centre Outlet No Ends    

End Outlet Welded Ends    

End Outlet No Ends    

No Outlet No Ends    

Brick Pattern  

Lines Pattern 

Heel Guard 

Pattern 

Can Be Cut or Joined with special 

S/S End Caps & Joiners 

316 S/S Suitable 

for External Use 

Centre  

Outlet 

Welded End 

Cap 
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Metal Door Frames  

DOOR FRAMES 
Metal door frames provide the most cost effective alternative to other materials or products. Metal frames are supplied com-

plete with all hardware preparation and details to suit exact requirements. Metal frames will not warp or twist and are not af-

fected by vermin or borers. Metal frames are also fire and weather resistant.  

Standard frames are of 1.1 mm or 1.4 mm thick material on order. They can be supplied as a complete unit with welded corner 

connections (Stock Standard) or shop-primed with zinc based primer ( Order) or in a kit form for site assembly (Order).  

Stock Frames  
These frames are supplied with:  

¶ One pair of 100 x 75 mm 1.6mm zinc plated loose pin butt hinges projection welded into position  

¶ A universal stainless steel striker plate positioned at standard location  

¶ One pair of rubber buffers fitted to the lock stile  

¶ Removable spreader bars  

¶ Ramset plates to each stile  

¶ Ten galvanised wire ties  

¶ Projection welded corners when supplied as factory assembled frames 

Available Extras on order 

¶ Additional hinges  

¶ Priming, & Weld, Dress Prime 

¶ Preparation for special lock strikers  

¶ Preparation for non-standard lock height  

¶ Reinforced for surface mounted closers or preparation for concealed closers  

¶ Preparation for screw fixed hinges  

¶ Tube fixing for bolting of frames to existing walls  

¶ Special Sizes ( Width, Height, Throat). 

Stock Sizes  

x 2065 / 2055 

B114 BL4 (90) SD114 FR117a FR145a FR152a FR193a FR98a 

824          

774          

724         

624         

524         

924         

874         

1046         

1246         

1446         

1646         

740         

790         
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Door Frame Wall Fixings  

Masonry frame with stud clip fixing Brick & block work walls 

Concrete walls & retrofit installations 

Rapidwall wall system retrofit installations 

Hebel wall installation with clip fixing New Generation 

Fire Rated Metal Door Frames 

Vincent Buda & Company stock a large range fire rated metal door frames which are primarily designed to 

suit mini fire doors. Frames to suit Commercial Maxi fire doors are available on order. Frames are available in 

a range of different throat and reveal heights and widths. 

Features 

    * Mini fire doors have 1.1 mm thick zincanneal mild steel door frames 

    * Maxi fire doors have 1.4 mm thick zincanneal mild steel door frames 

    * Fast Fix Bracket (in Masonry Frame) allows for installation in plasterboard partition walls using stud fix-

ing straps. 

    * Frames are to be backfilled with mortar, grout, plaster, plasterboard or concrete unless otherwise speci-

fied. 

    * All door frames to have 25 mm wide door stop but there are restricted approvals for 15 mm wide door frame stops 

    * Currently fire rated door frames are available for the following wall types: 

      - Brick, block or concrete masonry walls ( Stock) 

      - Steel or timber stud plasterboard partition walls ( Order) 

      - Rapidwall wall systems ( Order) 

      - CSR Hebel wall systems (Order) 

    * The Trafalgar Tru Seal metal door frames are also approved on Maxi fire doors for fire ratings up to 4 hours. 

    Capabilites 

 

    * Mini fire door frames fire rated up to 2 hours (NA/120/30).  

    * Maxi fire door frames (including the Tru Seal metal door frames fire rated up to 4 hours (NA/240/30).  

    * New Generations door frames fire rated up to 3 hours (NA/180/30). 

    * Acoustic STC ratings up to 47 

 

Applicable Standards 

 

    * All fire rated door frames meet the following standards: 

                + Australian Standard AS 1530 Part 4- Fire-resistance tests of elements of building construction 

                + Australian & New Zealand Standard AS/NZS 1905 Part 1- Components for the protection of openings in fire-

resistant walls 

                + Building Code of Australia  
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Fire Doors  

Vincent Buda & Company has many years of experience in Fire Doors,  supplying 

thousands of doors a year. We can supply frames, doors and hardware, install door 

and hardware, certify and tag doors and  have our own door hangers. Recently com-

pleted jobs include hotels, high rise units, low rise units, factories and shopping cen-

tres and offices. Vincent Buda supply a range of doors, primarily being E-Core doors. 
 

MINI FIRE DOORS  
E-Core Mini single leaf fire doors are designed to suit entrance doors for home units or hotel rooms. 

Fire rated up to 2 hours, residential Mini Fire Doors are a design feature offering strength, durability, 

security and privacy. Over the last 20 years of supply to the building industry in Australia, these fire 

doors have been recognised as a proven, reliable and quality product.  

 E-Core fire doors are backed by over 700 approvals, including 350 fire tests which provide assurance of 

fire test performance for a wide range of door configurations.  

With an overall nominal thickness of 35 mm, the door utilises an Australian made nominal 29 mm 

thick, solid monolithic E-Core board produced from natural materials, which is mineral fibre and as-

bestos free. All E-Core boards are reinforced, with localised plates at hardware fixing points being 

fully encased by panels and edge strips.  

To complete architectural requirements, these fire doors have a range of facings and decorative 

moulded panels to provide that finishing touch.  

All fire doors are required to have approved fire rated door hardware fitted. The E-Core Mini fire 

doors have a complete range of fire rated door hardware available, already fire tested on these doors.  

Maximum Door Sizes Available  
¶ Single Leaf: 2350 mm high and 1200 mm wide  

Capabilities  

¶ Fire Resistance Levels:  

- 1 hour (NA/60/30)  

- 2 hours (NA/120/30)  

¶ Standard door does not include bolection moulding as in the picture.  

Facings 

A range of alternative door facings are available as finishing's for the Mini Fire Doors. 

 

Plywood or MDF finish 

 

Flush Panel Doors 

Flush panel doors are faced with plywood or Medium Density Fibre (MDF) sheets on both sides of the door for 

ratings up to 1 hour. For fire doors requiring 2 hour fire rating, the door leaves are faced with Trafalgar Flame 

Retardant Treated Plywood. 

 

 

 

Impression moulded HDF finish 

The moulded panel door is built around E-Core and clad with an embossed wood grain finish, featuring four 

panels recessed into the core on both sides. With a nominal door leaf thickness of 35 mm, the High Density 

Fibre (HDF) sheet has a one-piece moulded skin providing a seamless joinery door appearance and a fire rat-

ing of 1 hour. Standard door sizes available are: 

    * 2040 mm high and 720 mm wide 

    * 2040 mm high and 820 mm wide  

 

Decorative mouldings on plywood / MDF 

 Doors with Decorative Moulds 

 

Timber decorative mouldings can be bonded to plywood facings for standard 35 mm thick flush panel doors 

with fire ratings up to 2 hours. 

4 Panel Door 

Bollection Moulding 
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Fire Doors  

Maxi Fire Doors 

 

With an overall nominal thickness of 45 mm, the Maxi Fire Door has achieved fire ratings of up to 4 

hours when tested to relevant Australian and New Zealand standards and other worldwide fire test 

standards. The door utilises an Australian made nominal 38 mm thick solid monolithic E-Core board 

produced from natural materials, which is mineral fibre and asbestos free. All E-Core boards are rein-

forced, with localised plates at hardware fixing points being fully encased by panels and edge strips. 

As a result, the Maxi Fire Door offers extraordinary strength and durability with excellent acoustic 

properties. 

 

To complement these doors, there are a full range of door leaf facings and options available such as 

air transfer grilles, vision panels, transom panels, kick plates and door sealing systems. The Maxi Fire 

Doors are approved for installation in fire rated masonry, stud plasterboard partitions, CSR Hebel or 

Rapidwall wall systems using metal door frames. Timber door frames for 1 hour fire rating are also 

available for masonry and stud plasterboard partitions. 

 

All fire doors are required to have approved fire rated door hardware fitted. The E-Core Maxi Fire Doors have a complete 

range of fire-rated door hardware available that has been fire tested on our E-Core Maxi fire doors. 

 

Maximum Door Sizes Available 

 

    * Single Leaf: 

      - 3500 mm high and 1200 mm wide 

      - 3000 mm high and 1500 mm wide 

    * Double Leaf: 

      - 3500 mm high and 1200 mm wide per door leaf 

      - 3000 mm high and 1500 mm wide per door leaf  

 

Facings 
  

E-Core Maxi Fire Door leaves can be finished with: 
 

    * Plywood 

    * Medium Density Fibre (MDF) board 

    * Acrovyn (plastic laminate) 

    * Formica (plastic laminate) 

    * Fire Rated Laminex (plastic laminate) 

    * Mild steel (zincanneal and galvabond) 

    * Colorbond 

    * Stainless steel 

    * Aluminium  

 

Kick Plates 

 

Kick plates are used to protect door leaves from damage and are widely used in hospitals. Being durable and fire resistant, 

these kick plates can be fixed to both sides of the door leaf up to 1 m high from the bottom of the door leaf. 

 

The approved kick plates are available in various colours and materials to add that finishing touch to public areas and include: 

 

    * Acrovyn (plastic laminate) 

    * Mild steel (zincanneal and galvabond) 

    * Stainless steel 

    * Kydex 160a (plastic laminate) 

    * IPC Sanparrel (plastic laminate)  

Decorative door with 

Stainless Steel Frame 

Capabilites 

 

    * Fire Resistance Levels: 

      - 1 hour (NA/60/30), 

      - 2 hours (NA/120/30) 

      - 3 hours (NA/180/30) 

      - 4 hours (NA/240/30) 

    * Up to Acoustic STC 46  



GREAT PRODUCTS, GREAT PRICES, GREAT SERVICE.  
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Fire Doors  

Corithian Fire Doors 

 
Vincent Buda & Company is a distributor of Corinthian Fire Doors.  Corithian fire doors feature the Pyropanel Pandor Core 

and are built and designed to Pyropanelôs stringent design criteria. The above doors feature a 9mm thick skin  front and back 

with a 6mm deep rout, including intumescent strip. Available in primed MDF and special veneers.  

NOTE: Only available in 46mm Thickness to suit frames with a 51mm rebate (MAXI. 

 

SLIDING FIRE DOORS  
E-Core sliding fire doors are generally specified where the use of conventional side hung doors is impractical due to limited 

space, or where maximum opening sizes are required for the movement of plant or equipment.  

Utilising an Australian-made nominal 38 mm thick solid monolithic E-Core board produced from natural materials (mineral 

fibre and asbestos free), the sliding fire door has achieved fire ratings up to 4 hours. As a result, this internal door construction 

gives the sliding fire door new slim line and lightweight qualities previously unavailable in similar door constructions.  

These doors are designed to operate freely on horizontal overhead-suspended track systems. To enable the sliding fire doors to 

automatically close in fire situations, the closing mechanism incorporates an electromagnetic hold open device. This device is 

deactivated by heat or smoke detectors connected to a fire alarm system to close the door.  
Maximum Door Sizes Available  

¶ Single leaf, bi-parting and multiple Leaf:  

- 5.5 metres high and 8 metres wide (overall size)  

¶ Combination (multiple leaf bi-parting):  
- 4 metres high and 15 metres wide (overall size)  
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GREAT PRODUCTS, GREAT PRICES, GREAT SERVICE.  

Flashings, Dampcourses, Bycol & Ties, & Wire Rolls  

ALCOR  STANDARD SUPER 

110mm x 30m   

150mm x 30m   

230mm x 30m   

300mm x 30m   

350mm x 30m   

380mm x 30m   

450mm x 30m   

600mm x 30m   

PLASTIC D/C  500um 

110mm x 30m  

150mm x 30m  

230mm x 30m  

300mm x 30m  

350mm x 30m  

380mm x 30m  

450mm x 30m  

600mm x 30m  

TIES STOCK 

Wire Ties ( Cavity ) 175mm 

Light Duty  
Note: This product does not comply to 

Austalian Standards 2699/1:2000 

500 per Bag 

Wall Ties ( Cavity ) Red 

175mm Medium  Duty 

500 per Box 

Wall Ties ( Cavity ) Red 

175mm Heavy  Duty 

500 per Box 

Wall Ties ( Cavity ) 175mm 

Grade 316 Stainless Steel 

500 per Bag 

Wall Ties ( Cavity ) Red 

225mm Medium  Duty 

500 per Box 

Wall Ties ( Cavity ) 300mm 

Medium Duty 

250 per Box 

Vaneer Ties  150 per Box 

Stubby Ties  150 per Box 

Frame Ties  150 per Box 

Abey Expansion Ties 20 per Box 

Abey Aligator Ties 10 per Box 

A 

A 

B 

B 

C 

C 

D 

D 

E 

E 

F 

F 

G 

G 

Bycol 20 Litre 5 Litre  

Clear Bycol   

Dark Bycol   

WIRE ROLLS  STOCK 

Vermin Wire 150mm x 

45m Roll 

 

Bricktore Wire 70mm x 

45m Roll 

 

Chicken Wire 900mm x 

45m Roll 

 

We also supply on order the Abbey range of ties and the  

M.E.T. range of ties. Most ties are also available in Stainless 

Steel and Galvanised. 



Page 17 

Malthoid, Slip Joints, Lead, Hoop Iron & Zinc Flashing  

MALTHOID  STOCK 

90mm x 20m  

110mm x 20m  

150mm x 20m  

230mm x 20m  

280mm x 20m  

COILS STOCK 

90mm x 45mt Rolls  

110mm x 45mt Rolls  

150mm x 45mt Rolls  

230mm x 45mt Rolls  

280mm x 45mt Rolls  

2.5kg LMM Castrol 

Grease 

 

PRE GREASED STOCK 

110mm x 3mt Lengths  

140mm x 3mt Lengths  

230mm x 3mt Lengths  

270(v)mm x 3mt lengths  

HOOP IRON STOCK 

45m roll x 25mm x 1.2mm 

plain 

 

1.8m strip x 25mm x 1.2mm 

plain 

 

2.4m strip x 25mm x 1.2mm 

plain 

 

30m roll x 25mm x 1mm 

punched 

 

50m roll x 25mm x 1mm 

punched 

 

LEAD -  10kg 15kg 20kg 

230mm x 6mt    

300mm x 6mt    

350mm x 6mt    

450mm x 6mt    

600mm x 6mt    

PURE SOFT ZINC STOCK 

230mm x 6m x 0.7mm  

300mm x 6m x 0.7mm  

380mm x 6m x 0.7mm  

JOINTEX  STOCK 

50mm x 10mm x 2.4m  

75mm x 10mm x 2.4m  

100mm x 10mm x 2.4m  

125mm x 10mm x 2.4m  

150mm x 10mm x 2.4m  

BUDA-JOINT/

ABELFLEX  

STOCK 

50mm x 10mm x 25m  

75mm x 10mm x 25m  

100mm x 10mm x 25m  

125mm x 10mm x 25m  

150mm x 10mm x 25m  

200mm x 10mm x 25m  

300mm x 10mm x 25m  
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